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multi purpose loudspeaker

P8
* 8” Vented cone driver ﬂ/ ”

* 1” Compression driver
* High performance floor monitor

P10

* 10" Vented cone driver
* 1.5” Compression driver
* High performance floor monitor
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SPECIFICATIONS
Frequency Response

+3dB

-10dB point

Maximum output (dB SPL @ 1m)
Peak

Continuous

Axial sensitivity (dB SPL, TW@ 1m)
Coverage angle (degrees, @ -6dB points)

Vertical
Horizontal

Impedance (ohms, nominal)

Power handling (watts, continuous)

Components
LF

HF

Enclosure metarials
Finish

Connector

Grille

Ringing

Dimensions (millimeters/inches)
Height

Width (front)

Width (rear)

Depth

Weight (kilograms)
Net weight

Gross weight

P8

80Hz - 20KHz

70Hz

122

115

93

60
90

225

1-in (25.4mm) exit -

1.357-in (34mm) voice-coil

compression driver, on mini

eliptical horn.

8-in cone driver, vented

14mm Tropical plywood

mm
418
264
114
258

Wear Resistant Textured Black Paint

2 x Neutrik NL4 Speakon

Powder coated perforated steel

P10

75Hz - 19KHz
63Hz

126
119
96

110
110

500

1.5-in (38mm) exit -

1.75-in (44.4mm) voice-coil
compression driver, on
conical horn.

10-in cone driver, vented

18mm Baltic Birch plywood

Integral flying hardware and pole mount support

inch
16.45
10.39
4.49
10.16

Servo Elektronik reserves the right to alter functions or the specification without prior notice.

mm inch
501 19.72
300  11.81
130 511
300 11.81
17
18

servo electronic

professional sound systems



